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DESIGN FOR AUSTRALIAN STANDARDS 
Ultramax Ultra-Air HDPE Pipe Meets Australian Standards 
AS4130 & AS4131 and is made in Australia under strict ISO 9002 
Certified Quality Systems. Ultra-Air PE 100 is the highest grade 
of PE available in the Australian Standards (AS4131). Its blue 
base colour is designed to assists in identification and colour 
coding without the need for painting and is a requirement of 
Australian Standards colour coding  AS1345. 

PIPE STRAIGHT LENGTHS 

Product 
Code

Length 
(Meters)

Wall 
Thickness (mm)

PN 
Rating 

NOM. I.D 
(Imperial Equivalent)

O.D (mm)
Shipping 

Weight (Kg)

AIR 20 6 2.8 PN25 5/8” 20 0.9

AIR 25 6 3.5 PN25 3/4” 25 1.4

AIR 32 6 4.4 PN25 1” 32 2.4

AIR 40 6 5.5 PN25 1 1/4” 40 3.5

AIR 50 6 6.9 PN25 1 1/2” 50 5.5

AIR 63 6 8.6 PN25 2” 63 8.7

AIR 90 6 12.5 PN25 3” 90 18

AIR 110 6 15.2 PN25 4” 110 27

AIR 160 6 or 12 22 PN25 6” 160 55

PIPE COILS
                                                                                          

Product Code Diameter (mm) Length (m) Coil Diameter (mm) PN Rating Shipping Weight (Kg)

AIR 20 COIL 20 100 1030 25 15

AIR 25 COIL 25 100 1030 25 23.3

AIR 32 COIL 32 100 1030 25 40

AIR 40 COIL 40 100 1250 25 58.3

AIR 50 COIL 50 100 2000 16 91.6

AIR 63 COIL 63 100 2300 16 145

AIR 90 COIL 90 100 2600 16 300

AIR 110 COIL 110 100 2600 16 450
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ULTRA-AIR HDPE PIPING 

FLOW CHART FOR PIPE OVER DISTANCE

CFM
Distance from Compressor to Furthest Outlet (meters)

20m 30m 50m 100m 150m 200m 300m 400m 500m 1000m 1500m 2000m

5 20 20 20 20 20 20 20 20 20 20 20 20

10 20 20 20 20 20 20 20 20 20 20 25 25

15 20 20 20 20 20 20 20 20 25 25 32 32

20 20 20 20 20 20 20 25 25 25 32 32 32

30 20 20 20 20 25 25 25 32 32 32 40 40

40 20 20 20 25 25 32 32 32 32 40 40 40

50 20 20 25 25 32 32 32 32 40 40 50 50

60 20 25 25 32 32 32 40 40 40 50 50 50

70 20 25 25 32 32 32 40 40 40 50 50 50

80 25 25 32 32 32 40 40 40 40 50 50 63

90 25 25 32 32 40 40 40 40 50 50 63 63

100 25 25 32 32 40 40 40 50 50 50 63 63

120 25 32 32 40 40 40 50 50 50 63 63 63

140 32 32 32 40 40 50 50 50 50 63 63 90

160 32 32 40 40 50 50 50 50 63 63 90 90

180 32 32 40 40 50 50 50 63 63 63 90 90

200 32 40 40 50 50 50 63 63 63 90 90 90

300 40 40 50 50 63 63 63 90 90 90 90 90

400 40 50 50 63 63 63 90 90 90 90 110 110

500 50 50 63 63 90 90 90 90 90 110 110 110

600 50 63 63 90 90 90 90 90 90 110 160 160

700 50 63 63 90 90 90 90 110 110 110 160 160

800 63 63 63 90 90 90 110 110 110 160 160 160

900 63 63 90 90 90 90 110 110 110 160 160 160

1000 63 63 90 90 110 110 110 110 110 160 160 160

2000 90 90 110 110 160 160 160 160 160

3000 90 110 110 160 160 160 160

4000 110 110 160 160 160 160

5000 110 160 160 160

10000 160 160

11000 160

12000 160

13000 160

Ultramax Ultra-Air HDPE Pipe is colour coded with a base colour in accordance with Australian standards 
AS 1345. The importance of pipe labelling should not be overlooked, having a successful pipe identification 
program helps both employees and external contractors quickly and effortlessly distinguish between 
pipes during maintenance, and also enhances and facilitates traceability for repairs, saving you time and 
money. In time critical emergencies, pipe markers aid emergency responders in the quick identification of 
pipes’ contents, and can make a difference between life and death.

Production BatchAU / NZ Standard MarkingPipe Size Brand Name 

Product Code Compressed Air Marking

Pressure Rating

PIPE MARKING
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ULTRA-AIR HDPE PIPING 

CALCULATION OF MAXIMUM ALLOWABLE OPERATING PRESSURE
MAOP = 2 x MRS / (c x f1 x (SDR-1))

Where: Minimum Required Strength (MRS) is a material property defined in AS/NZS 4130,
c = 2 (safety factor for compressed air)
f1 = temperature design rerating factor (taken from the tables above). 

50 YEAR GUARANTEE 
Ultramax Ultra-Air HDPE Pipe is manufactured in accordance to AS 4130 / AS 4131 
and is guaranteed for 50 years provided recommended design, installation and 
operation practices are adopted. As established from long term testing, PE 100 may 
be operated continuously under pressure for up to 200 years at 20 C ⁰. 

PERMISSIBLE SYSTEM OPERATING PRESSURE (KPA)  

Temp Co Years Limit PN 10 PN 12.5 PN 16 PN 20 PN 25

20 200 630 800 1000 1250 1600

25 150 620 780 990 1240 1540

30 100 590 750 940 1180 1470

35 50 560 710 890 1120 1390

40 50 530 670 840 1060 1320

45 35 500 630 800 1000 1250

50 22 480 680 750 950 1150

55 15 450 680 750 950 1150

60 8 400 550 700 900 1100

65 8 400 500 650 800 1000

70 5 375 470 600 750 925

AUSTRALIAN 
TOUGH

Designed & Built for 
Harsh Australian 

Conditions

Permissible pressures for compressed air  - Design Factor of 2 

- FOR COMPRESSED AIR 


