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Australia

Setting Up EnRoute For the First Time

1 Install EnRoute as per the EnRoute CD but don’t OK the password installation.

2 Once the software is installed, go to the START, ALL PROGRAMS menu and under the Enroute
heading select Password. Now install the password.

3 Through Windows Explorer copy ALL of the files on your Dealer USB memory under the Folder called
“Procam INI” files into the folder called EnRoute on your computers hard drive. There will be 7 files
which need to be copied. You will be prompted as to whether you want to replace the existing files. The
answer is YES.

The file system in Explorer will look like this:
C:\ (Main Drive)

Program Files (Sub Folder under C:\)
Enroute (Sub Folder under Program Files)

4 Now click on the EnRoute folder and then click on NDrivers folder. Click on “Select all” and delete
ALL of the files in this folder.
Copy the files from your USB drive under the folder “Procam Drivers” into the NDrivers folder on the
hard drive.
Copy the “Procam.atp” file from your USB drive under the folder “ATP” into the “ATP” folder on the
hard drive.

Make a shortcut on your Desktop for the EnRoute start file.

5 Start EnRoute and select NEW.
There is a pop-up menu which determines your material size. Select OK.

Now from the top of the screen
select SETUP and then PREFERENCES.
You will have a screen like this.
Go through all 7 Tabs as per the
Example pictures below.
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